
 1 

 

 

 

 

 

 

 

Sepax Guard Cartridge Kit Manual 

Description 

Sepax Guard Cartridge Kit has been developed to provide 

convenient, cost-effective protection for Sepax high-performance 

analytical columns. It is installed in front of the column, and 

physically (filtration) and chemically (adsorption) remove 

impurities, thus prolonging the life of the column. 

The standard configuration for Sepax Guard Cartridge Kit 

includes one Guard Cartridge Holder, one 1/16" PEEK Connector 

and two Wrenches. The Guard Cartridge is available for separate 

purchase. 

 

Figure 1 Standard Guard Cartridge KIT contents 

Installing or Replacing the Guard 

Cartridge 

1. Unscrew the two halves of the holder with the wrenches 

provided in the kit. 

2. Install the guard cartridge into the cartridge holder, or 

replace the old one. 

3. Reassemble the holder. Hand-tighten first, and then wrench-

tighten mildly. DO NOT over-tighten it which may damage the 

threads. 

4. Connect the guard cartridge assembly to the HPLC system as 

shown in Fig 4. Make the flow direction as marked on the holder.  

5. Equilibrate the guard cartridge and analytical column with 

five column volumes of mobile phase. While equilibrating, check 

the holder and all connections for leaks. 

 

 

Figure 2 Structure of Guard Cartridge System 

 

Figure 3 Loose and tighten the cartridge holder with wrenches 

 

 

Figure 4 Connect the guard cartridge assembly to the HPLC 

system 

Replace the Guard Cartridge When: 

A) Peak shapes for your samples deteriorate significantly, 

while the analytical column is performing well with a 

standard after removing the guard cartridge from the 

system. 

B) Column backpressure increases significantly when back-

flushing will not offer effective help to lower the 

backpressure. 
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Ordering Information 

Standard Guard Cartridge Kit 

Description P/N 

Standard Guard Cartridge Kit 
Includes: 
Guard Cartridge Holder      x 1 
1/16" PEEK Connector       x 1 
Wrench                                x 2 

GUARD-KIT 
 

102000-AH 
102000-P355 

102000-WRENCH 

Note: A stainless steel connector (PN: 102002-S356) is need for 1.7 μm guard cartridge instead of the PEEK connector. 

 

Guard Cartridge

Guard Cartridges are sold in 1/pk, 3/pk and 5/pk in different chemistries and dimensions. 

Description Dimension 1/pk 2/pk 5/pk 

GP-C18, 5μm, 120Å 10mm x 2.0mm 101185-2001 101185-2001T 101185-2001F 

GP-C18, 5μm, 120Å 10mm x 4.0mm 101185-4001 101185-4001T 101185-4001F 

HP-C18, 5μm, 120Å 10mm x 2.0mm 103185-2001 103185-2001T 103185-2001F 

HP-C18, 5μm, 120Å 10mm x 4.0mm 103185-4001 103185-4001T 103185-4001F 

BR-C18, 5μm, 120Å 10mm x 2.0mm 102185-2001 102185-2001T 102185-2001F 

BR-C18, 5μm, 120Å 10mm x 4.0mm 102185-4001 102185-4001T 102185-4001F 

Bio-C18, 5μm, 300Å 10mm x 2.0mm 106185-2001 106185-2001T 106185-2001F 

Bio-C18, 5μm, 300Å 10mm x 4.0mm 106185-4001 106185-4001T 106185-4001F 

GP-C8, 5μm, 120Å 10mm x 2.0mm 107085-2001 107085-2001T 107085-2001F 

GP-C8, 5μm, 120Å 10mm x 4.0mm 107085-4001 107085-4001T 107085-4001F 

Bio-C8, 5μm, 300Å 10mm x 2.0mm 108085-2001 108085-2001T 108085-2001F 

Bio-C8, 5μm, 300Å 10mm x 4.0mm 108085-4001 108085-4001T 108085-4001F 

GP-C4, 5μm, 120Å 10mm x 2.0mm 109045-2001 109045-2001T 109045-2001F 

GP-C4, 5μm, 120Å 10mm x 4.0mm 109045-4001 109045-4001T 109045-4001F 

Bio-C4, 5μm, 300Å 10mm x 2.0mm 110045-2001 110045-2001T 110045-2001F 

Bio-C4, 5μm, 300Å 10mm x 4.0mm 110045-4001 110045-4001T 110045-4001F 

GP-Phenyl, 5μm, 120Å 10mm x 2.0mm 111365-2001 111365-2001T 111365-2001F 

GP-Phenyl, 5μm, 120Å 10mm x 4.0mm 111365-4001 111365-4001T 111365-4001F 

HP-Amino, 5μm, 120Å 10mm x 2.0mm 115305-2001 115305-2001T 115305-2001F 

HP-Amino, 5μm, 120Å 10mm x 4.0mm 115305-4001 115305-4001T 115305-4001F 

HP-Silica, 5μm, 120Å 10mm x 2.0mm 117005-2001 117005-2001T 117005-2001F 

HP-Silica, 5μm, 120Å 10mm x 4.0mm 117005-4001 117005-4001T 117005-4001F 

Sepax AAA, 5μm, 120Å 10mm x 4.0mm Z00001-4001 Z00001-4001T Z00001-4001F 

Polar-Propylamide, 5μm, 120Å 10mm x 4.0mm Z00002-4001 Z00002-4001T Z00002-4001F 

Polar-Phenyl, 5μm, 120Å 10mm x 4.0mm Z00003-4001 Z00003-4001T Z00003-4001F 

Polysulfonix-SCX, 5μm, 120Å 10mm x 4.0mm Z00005-4001 Z00005-4001T Z00005-4001F 

Chiralomix SA, 5μm, 120Å 10mm x 4.0mm 701105-4001 701105-4001T 701105-4001F 

Chiralomix SB, 5μm, 120Å 10mm x 4.0mm 701205-4001 701205-4001T 701205-4001F 

Chiralomix SA-R, 5μm, 120Å 10mm x 4.0mm 711105-4001 711105-4001T 711105-4001F 

Chiralomix SB-R, 5μm, 120Å 10mm x 4.0mm 711205-4001 711205-4001T 711205-4001F 

 

For complete list of Guard Cartridge part numbers, please visit our website: www.sepax-tech.com.cn or www.sepax-tech.com.cn, or contact 

your Sepax representative. 


